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Portalwickler
traversierend
Typ: EWTPPH

geeignet fiir Adern und Kabel

Traversing Take-Up,
Portal-Type
Type: EWTPPH

suitable for strands and cables

Technische Daten:

@ max. Geschwindigkeit bis 300 min-!

Kabeltrommeln:
O Flanschdurchmesser: 2500 mm, 3000 mm
@ min. Kerndurchmesser: 630 mm

O Breite: 300 - 1500 mm
O Bohrung: 30 -127 mm
O max. Spulengewicht: 10000 kg

© Zugspannung: max. 2000 N
O Linienhohe: 1000 mm

O Verlegeschritt: 5-120 mm

einstellbar in 0,1-mm-Schritten
O Schnell wechselbare Pinolen mit Einschraubenbefestigung

O Elektrischer Anschluf: 3 x 400/230 VAC 50 Hz TN Netz
O Lackierung: Maschinenteile: RAL 6011 resedagriin

rotierende Teile: RAL 1004 gelb
Schaltschrank:  RAL 7032 kieselgrau

Technical data:

© max. speed up to 300 min-1
Cable drums:

Oflange diameter: 2500 mm, 3000 mm

Omin. barrel diameter: 630 mm

O width: 300 - 1500 mm

Obore: 30-127 mm

©max. reel weight: 10000 kg

Otension: max. 2000 N

Oline height: 1000 mm

Otraverse pitch: 5-120 mm

adjustable in 0.1-mm-steps
@ quick-change pintles with one-screw-fixing

Opower supply: 3 x400/230VAC 50Hz TN mains

Opainting: machine parts:  RAL 6011 green
rotating parts: ~ RAL 1004 yellow
cabinet: RAL 7032 grey
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